Sectional Chart: Cincinnati

Runway: Rwy 12-30; H4539 x 100 (ASPH)
Traffic Pattern: Left, TPA 3132 (1000) for non
turbine and 3632 (1500) for turbine,

Runway Lights: MIRL

Rotating Beacon: Yes

Fuel: 100LL, JetA

Maintenance: Major AF & PP

Manager: Michael St. Jean, (540) 231-4444
Airport Telephone: (540) 231-4444

Airport Operators: Virginia Tech/Montgomery
Executive Airport Authority, 1601 Tech Center
Drive, Blacksburg, Virginia 24060, (540) 231-
4444,

Hours of Operation: Attended Apr.-Oct. 1300-
2300Z+. Nov.-Mar. 1300-0000Z+.

Remarks: PPR for fuel when arpt. unattended;
phone (540) 231-4444 (fee). Occasional wildlife
on arpt. Noise sensitive area north of arpt.
VFR departures maintain rwy heading until

Ll

reaching 1000ft. AGL. NSTD marking prior to
thid Rwy 30. Marking should be for twy inline
with rwy. MIRL Rwy 12-30 preset low ints.
ACTIVATE higher ints., ODALS Rwy 12, PAPI
Rwy 30 and REIL Rwy 30-CTAF.

Points of Interest: Virginia Tech, New River,
Radford University, Mountain Lake Resort, Dixie
Caverns, Jefferson National Forest.

Web Site: www.vtmea.com

Weather Data Sources: AWOS-3, 133.325,
(540) 231-4837

Communications: CTAF/UNICOM 123.05,
Roanoke APP/DEP CON 126.9, Roanoke
CLNC DEL 124.85

Navigation Aids: Pulaski (H) VORTAC 116.8,
Tech NDB (MHW) 368, ILS/DME 109.1 (Local-
izer only).

Published Instrument Approach: Yes
Approach Lighting: ODALs, PAPIs, REILs

BLACKSBURG

Latitude N37°12.46’
Longitude W80°24.47’

Field Elevation
2132
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